

## CORNER RECORD (PERPETUATION)

MONUMENT : DESCRIEE NEW MONUMENT SET, OR WORK DONE TO PRESERVE EXISTING MONUMENT
Set $21 / 2^{\prime \prime} \times 30^{\prime \prime}$ Aluminum pipe with a $21 / 2^{\prime \prime}$ Aluminum cap $26^{\prime \prime}$ in ground.

## ACCESSORIES : OESCRIBE NEW BT's WITNESS OBJECTS ETC. ESTABLISHED, OR WORK DONE TO PRESERVE EXISTING EVIDENCE

$\mathrm{R} / \mathrm{R}$ spike driven horizontal into point of rock outcrop 1811 above ground N30W-74.6 ft. . 261 D-Fir N4OE-72.6 ft. scribed $1 / 4 \mathrm{~S} 35 \mathrm{BT}$ and with a $1^{\prime \prime}$ Brass disk stamped PIS 896.


Set guard post West with sign 54-4.
Nailed 54-4 and BI signs to BT and painted band and blaze red.


## CORNER RECORD (PERPETUATION)

MONUMENT: DESCRIBE NEW MONUMENT SET, OR WORK DONE TO PRESERVE EXISTING MONUMENT

## ACCESSORIES : DESCRIBE NEW BT'S WITNESS OBJECTS ETC. ESTABLISHED; OR WORK DONE TO PRESERVE EXISTING EVIDENCE

REMARKS

